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KIT AY/270
PRODUCT DATA SHEET KIT

KIT COMPOSITION AY/270

New  

Brushless  

Intensive use  

High S p e e d  

Digital Encoder
Native

-

-

AY/250/M/115 
(MASTER)

-
-

HIGH SPEED BRUSHLESS low voltage electromechanical articulated arm gearmotor, 1
super intensive use, with native encoder on board, irreversible, ideal for swing gates with leaves 
up to 2.5 m, with mechanical stops on opening and closing. Complete with digital controller, 
without articulated arms.

AY/250/S (SLAVE) HIGH SPEED BRUSHLESS low voltage electromechanical articulated arm gearmotor, 1
super intensive use, with native encoder on board, irreversible, ideal for swing gates with leaves 
up to 2.5 m, with mechanical stops on opening and closing. Without digital controller, without 
articulated arms.

-
-

LT336 Short levers for articulated AYRON series. 2
-

H93/RX20/I 2-channel plug-in radio receiver 433.92 Mhz. (50 storable codes) for control units of 1
H70, B70, EDGE and CTRL series control.

-

SYNUS/2 Radio remote control bi-code (fixed or rolling code mode), 433.92 MHz, 2 channels, with function 2
of copying.

-
-

R90/F4ES Pair of synchronised outdoor photocells 24V AC/DC, up to a maximum of 4 pairs of 1
photocells.

-

FIFTHY/24 LED beacon FIFTHY 24V series with integrated antenna. 1
-

R99/C/001 Automatic Opening" sign board 1
-
-
-

-

Line power supply 115V AC - 60Hz
-
-

-

Nominal power 150W

CODE DESCRIPTION QTA

PRODUCT SPECIFICATIONS
-

Motor power supply 24V
-

-



Page 1 - Product Data Sheet

-



Pg. 2 - Product Data Sheet

-

Torque 50 - 200 N m
-

-

Degree of protection IP44
-

-

Manoeuvring speed 4 - 1.5 Rpm
-
-

-

Limit switches Mechanical stop on opening and closing
-

-

Encoder SENSORLESS 48 PPR native digital encoder
-
-

-

Battery provision 2 internal 12V DC 1.2Amp/h batteries (inside AY/250/S)
-
-

-

Maximum product dimensions mm (L x W x H) 245 x 189 x 270+60
-

-

Number of packages per pallet 16
-
-
-

Frequency of use Intensive use
-

Operating temperature -20+55° C
-

Type of 
gearbox

Irreversible
-

Opening time 10-18 s
-

Control unit installed on board B70/2ML (AY/250/M)
-

Unlocking system Internal lever or external lever with lanyard (optional)
-

Manoeuvring cycles day (open/close - 24 hours non-stop) 800
-

Packed product weight (Kg) 28,7
-
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DIMENSIONS
-

DIMENSIONS

STANDARD INSTALLATION ARRANGEMENTS
-

PROVISION FOR STANDARD INSTALLATION

ACCESSORY PRODUCTS

B71/BC
Battery charger board for Brushless 

B70/1DC digital controllers.

B71/BCIPU
Battery charger board for IPU36 
Brushless digital controllers.

BT12V12
12V 1.2 Ah battery (1 pc).

B71/PBX24/BOX
Hybrid inverter 'Network Assisted' 

version for powering the 
automation with battery charger 

function through connection to solar 
panels or fixed network for powering 
Brushless digital controllers at 24V 
DC with 230V AC mains voltage.

B71/PBX24/BOX/115
Hybrid inverter 'Network Assisted' 

version for powering the 
automation with battery charger 

function through connection to solar 
panels or fixed grid for powering 

Brushless digital controllers at 24V 
DC with 115V AC mains voltage.

B71/PBX/BOX
Hybrid inverter 'Full Solar' version 
for powering the automation with 
battery charger function through 

connection to solar panels for 
powering Brushless digital 

controllers.

-

|
LT337

Long levers for articulated AYRON 
series.

|
KT249

Pillar fixing plate for AYRON series.

|
KT250

Pillar fixing plate for SLED series.
KT218

Gate drive bracket for articulated 
series.

|
RL673

Kit for unlocking from outside 
with existing AYRON series 

handle.

RL674
Kit for unlocking from the inside 
with 4.5 m wire cord for NAVI 

series.

-

-

-

- - - - - -

--

--

--


