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Elliptical section bar
with high wind-gust
resistance

Protected release 
against the weather

Cataphoresis treated
and painted or
stainless steel case

Removable cover for easy
access to the inside parts

Nice Wide, solid
and essential

EASY TO INSTALL
Large front door for Puick and easy access. 
The bar can be assembled either on the 
right or left. Easily removable reinforced 
gear motor support.

VANDAL-PROOF SAFETY
Photocells integrated inside the barrier 
body, minimum visual impact and maWimum 
protection.

PRACTICAL TO MAINTAIN
The built-in control unit can be removed to 
simplify wiring and maintenance.   backup 
battery installed inside the control unit 
prevents blackout problems.

COMFORTABLE AND INTUITIVE RE-
LEASE
Easy release of barrier system thanks to a 
triangular key.
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Selection guide, composition of bars and accessories Bars and accessories are not 
included in the gear motor’s code

WIDES
With 3 m bar
Designed for:
protective rubber trim,
indicator lights,
pivot joint,
rack (1 pcs)

With 4 m bar
Designed for:
protective rubber trim,
indicator lights,
pivot joint

280 mm

WIDEM
With 4 m bar
Designed for:
protective rubber trim,
indicator lights,
pivot joint,
pivot joint,
rack (2 pcs),
mobile stand

320 mm

WIDEL
With 5 m bar
Designed for:
protective rubber trim,
indicator lights,
rack (2 pcs),
mobile stand

With 6 m bar (3+3 m)*
Designed for:
protective rubber trim,
indicator lights,
rack (2 pcs),
mobile stand

With 7 m bar (3+4 m)*
Designed for:
protective rubber trim,
indicator lights

420 mm * Use XBA9 joint to assemble bars




